
Line set routing for units ending in (18-28)
Line set will be installed behind cover

Line set routing for units ending in (11-21)
Line Set will be installed behind cover

Line set routing up wall 
behind cover to attic 
then down through 
ceiling to unit ending 
in (38)

Line set routing up wall 
behind cover to attic 
then down through 
ceiling to unit ending in 
(31)

Line set routing underground inside of 
corrugated pipe then up the wall into units 
ending in (13-23-33-16-26-36) 
Units ending in (42-45) will be ran up the 
wall to attic then through ceiling to unit

- Fuschia - Installed behind line cover

- Green - Installed in corrugated pipe underground
 - Red - Installed in the attic
- Teal - Installed in drop down ceiling
- Blue - Indoor air handler

Line set routing underground inside of 
corrugated pipe then up the wall into 
units ending in (12-22-32) 
Unit ending in (41) will be ran up the wall 
to attic then through ceiling to unit

Line set routing underground inside of 
corrugated pipe then up the wall into units 
ending in (17-27-37) 
Unit ending in (46) will be ran up the wall to 
attic then through ceiling to unit

Line set routing behind cover for 
units ending in 
(14-15-24-25-34-35)
Units ending in (43-44) will be ran 
to attic and then though ceiling 
to unit

Unit ending in (46) will be 
routed up the outside wall 
through the attic of unit 
ending in (38) into closet 
of unit ending in (46) then 
into attic of (46) over and 
down through ceiling to 
unit

Unit ending in (41) will be 
routed up the outside wall 
through the attic of unit 
ending in (31) into closet 
of unit ending in (41) then 
into attic of (41) over and 
down through ceiling to 
unit

Line Set routing will be ran 
behind cover on outside of 
end of building for units 
ending in (45-44)into the attic 
of unit ending in (38). then 
through the roof into the soffit 
and into the attic of unit 
ending in (45). Unit ending in 
(45) will then come down 
through ceiling into the 
mechanical room to indoor 
unit. Unit ending in(44) will go 
through the fire wall into the 
attic of unit (44) then through 
the ceiling into the mechanical 
room.

Line set routing for units 
ending in (18-28) will be 
installed behind cover

Line set routing for units 
ending in (11-21) will be 
installed behind cover

Line Set routing will be ran 
behind cover on outside of end 
of building for units ending in 
(41-42)into the attic of unit 
ending in (31). then through the 
roof into the soffit and into the 
attic of unit ending in (41). Unit 
ending in (41) will then come 
down through ceiling into the 
mechanical room to indoor unit. 
Unit ending in(42) will go 
through the fire wall into the 
attic of unit (42) then through 
the ceiling into the mechanical 
room.


